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     Automatic Hammers for Diamond Pier™  Installation





The electric hammers listed below have a range of impact energies from 16 to 61 foot/lbs.

Soft or loose soils will allow for the use of lighter, lower energy hammers.  Stiff or dense soils will require hammers in the higher impact range.  Pin driving 1-1/8” hex and ¾” hex bits are available through Pin Foundations, Inc.   Call (253) 858-8809 for pricing.

Makita      714-522-8088





         Hitachi   
770-925-1774


Model
  
  
HM 1242C

HM 1304B


Model


H65SD2
Impact Energy   
16.2 ft/#

20.3 ft/#


Impact Energy   
31 ft/#

Bit Type
     
¾” Round Hex
1 -1/8” Hex


Bit Type 

1-1/8” Hex


BPM

     
950-1900

1450



BPM


1400

Weight
     
20.5#


35.3#



Weight 

40.8#

Length
     
22.5”


32.4”



Length 

32.4”

BOSCH
   919- 636-4386





 
Milwaukee   262 – 781-3600

Model
  
 
11335K

11304- BRUTE 

Model
  

5337-21
Impact Energy   
34 ft/#


43.0 ft/# 


Impact Energy    
19.9 ft/#


Bit Type
      
1 1/8” Hex

1-1/8” Hex


Bit Type
      
3/4” Hex

BPM

      
1300


1400 



BPM

      
975-1950


Weight
      
41.0 #


64 # 



Weight
 
24.2 #


Length
      
30.0”


30.0” 



Length
      
27.5”



DeWALT
   800 –433-9258





Milwaukee    

Model
  
    
D25980K
 
D25940K


Model
  

5338
 
Impact Energy    
61/#


22 ft/#

 

Impact Energy    
44 ft/#

Bit Type
     
1-1/8” Hex

¾” Straight Hex  

Bit Type
      
1-1/8” Hex


BPM

     
900


1600 



BPM

      
1400

 

Weight
     
68.0 #


26.4 # 



Weight
 
71.5 #

 

Length
     
30.5”


25.0” 



Length
      
28.5”


 

Most Compressed Air hammer models using 1-1/8” hex pipe driving bits may also be used.
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